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Capacity :

We are capable to manufacture all type of industrial valves from size ranging from 4” to 36”. Our annum
Production Capacity is 50,000 Nos of Valve/NRV/Sight glass.

Testing facility :

We are having testing facility for pneumatic and hydraulic testing. All the valves are 100% strictly tested at the
required pressure as per international standard and every Lot / heat of Castings are 100 % tested by
spectrometer to maintained chemical composition.

Our Commitment:
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2 Piece Flange End Full Bore Ball Valve
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DOUBLE BODY SEALING
FOR EFFECTIVE SEALING

C [ H
| Featwes | Material Specifications
Design STD CF8M, CF8, CF3M, CF3, WCB Etc.
As per ASME B 16.10 CF8M, CF8, CF3M, CF3, WCB Etc.
Flange End As per ANSI B 16.5 | Ball | SS316., SS 304, SS 316L, 304L Etc.
Testing STD As per BS 5146, API 598 PTFE, Glass Or Carbon PTFE FEtc.
Salient Features Hydro Test Pressure
(1) Investment Castings Body, Side Piece Shell Seat

(2) Double Body Sealing 150 # 32 Kg/Cm2 23 Kg/Cm2
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1 Piece Screwed End Full Bore Ball Valve Jf L

1S0 9001 COMPANY Qmo11

Regular Design

Premium Design

Body
TesingSTD | ASperBS5146,1505208 |3 Bal | 55316, 55 304, SS16L, 304L Elc.
3 PTFE, Glass Or Carbon PTFE Elc

“Casco” Reqular “Casco Premium”
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3 Piece Design Triclover End Ball Valve

1S0 9001 COMPANY QMO11
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" Featwes [ WaterialSpeoifications |
As per BS 5351 Bod

Face to Face Side Piece
[ EndConnector | ~ TricloverEnd  [3] Ball | SS316, SS 304, SS 316L, 304L Etc.

Detail of Dimension

Size F/F Bore ID OD Clamp Dia D Thickness T
s 80 125 34 28
20 85 18 34 28
25 90 24 50.5 2.8
40 100 3810 32 (Tapper) 50.5 2.8
50 125 50 to 42.5 (Tapper) 64 2.8
Extended Steam Ball Valve
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Salient Features
(1) Single Piece Design Body available on bulk
requirement
(1) Investment Castings Body, Side Piece




Flush Bottom Ball Valve
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Material Specifications
Design STD CFBM, CF3M Etc.
Mfg. Standard 2 CF8M, CF3M Etc.

Testing STD AS per BS 5146, ISO 5208 Seat/Seal PTFE Et

Detail of Dimension
PCD ON i ol




3 Piece Flange End Reduce Bore Ball Valve @
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" Featwes T ateral Spocficaions

As per BS 5351 CF8M, CF8, CF3M, CF3, WCB Elc.
Face to Face CF8M, CF8, CF3M, CF3, WCB Etc.

| FlangeEnd |  AsperASMEB165  [3]| Bal | SS316. SS 304, SS 316L, 304L Efc.

 Class | 50 |  300# |

Size FIF PCD oD FIF PCD oD ]
15 108 60.5 89 140 67 95
20 %7 70 985 152 83 : 17
25 127 795 108 165 89 124
40 165 985 127 o191 114 | 156
50 178 120.5 152.5 216 oy ' 165
65 1% 140 178 241 149 | 190
80 203 1525 191 283 168 | 210
100 229 1905 229 305 200 | 254

Triclover Clamp

Material Specifications
CF8M, CF8, CF3M, CF3 Etc.

CF8M, CF8, CF3M, CF3 Etc.
B Size: ',"to4" m SS 316., SS 304, SS 316L, 304L Etc.







